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10" NO. 4 REBAR

' — HAND FORM CONCRETE
—"|  T0 DRAN

CASTING DETAIL — SEE NOTES

CONCRETE ADJUSTING RINGS AS
REQUIRED. MORTAR BETWEEN CASTING,
CONCRETE ADJUSTING RINGS, AND
STRUCTURE (NON—SHRINKING GROUT
REQ.). INSTALL MINIMUM NUMBER OF
RINGS THROUGH USE OF 2", 6", AND 1’
ADJUSTING RINGS (2' MAX. HEIGHT).

10" NO. 4 REBAR

4 10" LONG §" GALVANIZED BOLTS
INSTALLED PRIOR TO CONCRETE

EXPOSE 1 FOOT BELOW
THE ENTIRE TOP OF CONE
AND FILL WITH CONCRETE
CURB MIX (3A32)

SECTION A—A

NOTES;

BULKHEAD STYLE CURB:
CASTING SHALL BE A NEENAH R—3067—V OR NEENAH R-3067-VB.

BULKHEAD STYLE CURB, BIKE LANES:
CASTING SHALL BE A NEENAH R-3067-L.

SURMOUNTABLE STYLE CURB:
CASTING SHALL BE A NEENAH R-3501-TR OR TL. AT LOW POINTS, CASTING SHALL BE A NEENAH

R-3501-TB.
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